
Addressable Market for European SADM Technologies

Key Take-Aways

2024-2033, SADM: Solar Array Drive Mechanisms

Roll Rings limited to a few missions
Roll rings for SADMs (exclusive of roll rings for payloads) 
will be used on space stations & few IOD/IOV missions. 

Slip Ring demand from single satellites
78% of addressable slip rings are for single sats., not only 
for GEO Telecom but also in LEO/SSO for EO & Security

SADM market driven by Telecom by far
60% of addressable SADMs are for Telecom satellites
40% remaining shared by all other applications combined 

Per architecture: 
2,137 addressable SADMs (60%) for constellations
1,435 addressable SADMs (40%) for single satellites

Total market

• Due to large constellations, non-360° SADMs are the leading type of SADM 
addressable to European suppliers. This is even more true of the total market which 
has more constellations (at 78% of SADMs vs 60% for the addressable market)

• Large constellations are much less likely to use slip rings than non-360° SADMs 
due to their prohibitive costs for large numbers of satellites, and limited supply

• Very large constellations may even go without a SADM altogether to reduce costs 
even further, as the Starlink example suggests (fixed deployable wings, no SADMs)

• Significant market upside for European/Canadian suppliers should they succeed in 
addressing the 76% share of SADM products considered as non-addressable

• Contactless products are low TRL and limited to payloads (few SADM missions)

Addressable market, by type of products
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